
ΦAbstract -- The paper describes the mechanical and thermal 
design of a high speed, high power density synchronous 
permanent magnet machine for an aero engine starter 
generator system with a power rating of 150 kW and maximum 
speed of 32,000 rpm. As both mechanical and thermal aspects 
have a direct impact on machine overall performance and 
weight reduction, a critical design optimisation was carried out. 
Intensive cooling is guaranteed by direct liquid oil-cooling of 
stationary components; a stator sleeve is also introduced into 
the airgap to prevent excessive windage. Thermal investigations 
were carried out by the means of Computational Fluid 
Dynamics (CFD) and Lumped Parameter Thermal Network 
(LPTN) analyses. Experimental validation also allowed the 
identification of most critical machine temperatures and the 
validation of the models developed. Finite Element Analysis 
(FEA) is used for the static structural analyses of the stator 
sleeve. 

 
Index Terms-- Aerospace Engineering, Cooling, Electric 

machines, Generators, High Speed Machine, Mechanical 
Engineering, Permanent magnet motors, Thermal 
Management.   

I.   INTRODUCTION 

HE electrical generator system is an important 
component in an aeroengine as it powers all the 
electrical equipment in the aircraft during flight and it, 

operating as a motor, it can provide mechanical power to 
start the engine. Following the introduction of the aircraft 
design concept known as More Electric Aircraft [1], during 
last decades, electrical systems have gradually replaced non-
propulsive aircraft systems such as mechanical, hydraulic, 
and pneumatic with electrically driven actuators. 

The benefit of using electrical systems is the high 
efficiency achievable, usually above 90% [2]; this can lead 
to improve the overall aircraft performance, reducing the 
weight, reducing the fuel consumption and hence the 
emission of pollutants such as CO2. On the other side the on-
board power demand has increased significantly since the 
1990s; as an example the power demand on the Boeing 
aircraft has grown by the 300% from 0.25 MW of the 
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Boeing-777 to 1MW on the Boeing-787. This significant 
growth of the power demand makes the problem of the 
thermal management of the generators even more 
challenging as the amount of heat which must be removed 
can be considerable; as example assuming that each of the 
two generators in the Boeing 787 generates around 250 kW 
with an efficiency of 98%, the total losses which needs to be 
dissipated is 5 kW. For this reason the traditional cooling 
systems require to be improved in order to achieve effective 
cooling. 

In this scenario the cooling of electrical machines 
becomes an aspect of primary importance in the machine 
design process; indeed effective thermal management does 
not simply keep temperatures down but has a direct impact 
on the reduction in the temperature dependent losses, 
increases the overall efficiency of the system, helps to reduce 
the amount of fuel required by the engine to drive the 
alternator and finally increases the lifetime of critical 
machine components such as windings and magnets [3]. 

Intensive cooling can only be achieved by employing 
liquid cooling options [4] however not all machine designs, 
especially  those for high speed applications, are suitable for 
liquid cooling; for these reason alternative options need to be 
identified. 
In this work a direct oil cooling strategy is presented; 
analytical and numerical tools were used to investigate the 
thermal behaviour of the machine and to optimise the 
cooling design. Structural analyses were also carried out to 
analyse key components. Experimental validation also 
allowed to confirm the cooling capability of the design 
described and to validate the thermal models developed. 

II.   ELECTRICAL MACHINE DESIGN 

The machine was designed to act as an aeroengine starter 
and generator feeding into a 270V DC supply with a nominal 
power of 150 kW. The machine runs as a motor during 
engine start and must supply constant torque from standstill 
to running speed after which the machine operates as a 
generator providing a maximum power of 150 kW at a 
maximum speed of 32,000 rpm as shown in Figure 1. 

The key design requirements are high power to mass ratio 
and an efficiency of over 90%. By adopting a Surface 
mounted Permanent Magnet (SPM) machine as the favourite 
candidate design, different slot-pole combinations were 
investigated to minimize the overall drive system losses and 
weight while fulfilling the requirements both in engine start 
and generating modes. A 6-pole, 36-slot machine design was 
selected to achieve high performance, hence reduced losses. 
A Halbach array magnet structure is adopted to improve the 
air -gap flux density and a carbon fiber sleeve is used for 
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magnet retention. In the design, the major losses are 
therefore associated with the stator where a cooling system is 
adopted to maintain the temperature below 180 °C and this 
will be described in the following sections. The machine 
overall dimensions are 240mm in diameter and 280mm in 
axial length. 

 

 
Fig. 1 Machine Torque-Speed Characteristic [5] 

III.   THERMAL DESIGN 

Several techniques are currently available for the cooling 
of aircraft starter generators and different coolants may be 
employed. However, the following aspects were accounted 
for in designing an optimised cooling system for the starter 
generator: 

• Effectiveness: Intensive cooling can improve the 
overall machine efficiency by reducing the 
temperature dependent losses such as copper 
losses. 

• Reliability: High temperatures accelerate the aging 
of some components, reducing their lifetime; 
hence operating at low temperatures can increase 
the overall reliability of the machine. As an 
example, a temperature rise of 10°C can reduce 
the winding insulation life by around 50% [2]  

• Reduction of size and weight: In aerospace 
applications, size and weight are particularly 
significant factors to be taken into account, 
having a direct impact on the fuel consumption 
and hence CO2 emissions. 

Liquid cooling techniques may generally lead to more 
compact designs than air cooled machines; furthermore the 
availability of oil on board, for engine lubrication purposes 
[6],  suggested a move towards an oil cooling solution 

In the first stage of the machine design, some 
conventional direct and indirect liquid cooling options were 
considered; the main difference between indirect and direct 
approaches is that for indirect cooling the primary coolant is 
not directly in contact with the machine inner components. 

One of the most widely employed indirect methods is 
jacket cooling [7-9] . This generally consists of grooves, 
which may be axial or spiral, created in the machine housing, 
where a coolant can flow; this provides a compact solution 
as it does not require any external fin or fans. However the 
cooling of the rotor is not as effective as for the stator, so if 
significant losses occur in the rotor this option may be not 
appropriate. 

Using the Wet Rotor method, the machine is flooded with 
coolant which flows from one side of the machine to the 
other passing through the air gap and this guarantees good 
cooling of the whole machine as described in [10].      

Spray cooling technique usually employs nozzles or in 
some cases a hollow shaft to spray the coolant at high 
pressure directly over the end-windings. This option may be 
more challenging from the manufacturing point of view due 
to high pressure nozzles and sealing issues; however it is 
experimentally demonstrated that very high convective heat 
transfer coefficients can be achieved [11]. 

Other cooling arrangements are presented in [12] where 
several configurations suitable for very high speed 
applications (up to 200,000 rpm); these are: 

• Heat Pipes Made of Graphite Sheet: thin are highly 
thermally conductive (k = 700 W/mK) with a 
thickness of 100 µm are created axially through the 
stator lamination. Although this solution can 
significantly enhance the cooling of the stationary 
components the assembly can be very complex; 
furthermore as graphite is also electrically 
conductive additional eddy losses can take place. 

• Axial Ducts:  several enclosed axial ducts are 
inserted through the stator lamination, particularly 
in the middle of stator teeth, allowing the coolant to 
flow through the machine. 

• Annular Gap: an enclosed annular gap where the 
coolant flows is placed into the air-gap and attached 
to the stator inner diameter; this solution can 
enhance the cooling of the rotor although the 
coolant does not directly wet rotational components. 
The separation of the stator from the rotor is not a 
new solution, this was already described in [11] 
where a coolant is spayed over stationary 
components of a large, low speed machine and a 
sleeve was introduced into the air-gap to avoid 
contamination of the rotor.    

 As described, direct liquid cooling methods may be very 
effective; however, for high speed applications there are 
further considerations. Windage is directly proportional to 
the fluid viscosity and to the cube of the rotational speed; 
therefore significant viscous heat may be generated in the 
air-gap increasing the power loss, for instance assuming an 
airgap 1 mm wide and a rotational speed of 30,000 rpm more 
than 20 kW of friction loss is generated; for this reason these 
cooling techniques may be not appropriate. Indeed, in high 
speed machines, liquid must be avoided in the air-gap at all 
times. Therefore having identified that for effective and 
intensive cooling a direct cooling approach was required a 
practical alternative (Wet Stator) was developed. This design 
guarantees an intensive direct cooling of the stator but at the 
same time prevents any liquid from entering the air gap by 
introducing a stator sleeve to isolate the stator from the rotor 
across the air gap as shown in Figure 2. This being possible 
due to the wide air-gap (2 mm). Once the coolant enters the 
stator chamber through several radial openings impinging 
over end-windings, it flows through the stator core in two 
rows of axial ducts created through the stator laminations, 
one along the stator inner diameter and the other along the 



stator outer diameter as shown in Figure 3. 
 

 
Fig.  2: Schematic Wet Stator [13] 

 

 
Fig  3: Layout of axial ducts [13] 

IV.   THERMAL MODELLING 

The thermal modelling of the machine was carried out by 
using both analytical (lumped parameter thermal network) 
and numerical (computational fluid-dynamics) approaches. 

The commercial packages employed to analyse the 
thermal networks were MotorCAD and Simulink. 
MotorCAD, was used in the early stages of design process to 
investigate the thermal behaviour of initial machine designs 
and the performance of existing cooling strategies. A custom 
network of rotational components only was developed in 
Simulink and was mainly employed to investigate the heat 
transfer in bearing chambers.  

However, the lumped parameter method is not fully 
capable of predicting all aspects of the fluid flow and the 
convective heat transfer phenomena; for this reason, some 
critical areas of the machine such as the end regions, the 
axial ducts and the airgap were investigated using CFD. By 
importing some numerical data into MotorCAD from the 
CFD models the thermal network could be improved. 

A full 360° domain of the machine was modelled to 
perform steady-state conjugate heat transfer analysis. Due to 
the complexity of the real design several simplifications were 
made; these mainly consisted of the removal of small 
features such as screws, bolts and threads. Components such 
as coils, laminations and bearing chambers were modelled as 
bulk solids with overall thermal properties assigned. Figure 4 
shows a cross-section of the domain created. Machine power 
losses, used as boundary conditions in the thermal models, 
are listed in Table I. 

 
Fig  4: Cross-section of 3D Machine domain 

TABLE I 
MACHINE POWER LOSSES AT 32,000 rpm 

Source Power loss (W) 
Windings 1195 (at 180°C) 
Stator core 293 
Bearings Non-Drive End 180 
Bearing Drive End 100 
Airgap (windage) 94 
Magnets 51 
Rotor core 9 
Total 1,922 

 
Some areas, such as end regions and the air-gap, were 

separately investigated in order to have a better 
understanding of the fluid flow and to identify the optimal 
mesh densities to be used in the full model. 

The Realizable k-epsilon, which is a Reynolds-Averaged 
Navier-Stokes based model (RANS), was the turbulence 
model used; this because the Realizable k-epsilon can 
generally provide better performance than the classic 
Standard k-epsilon for cases involving rotation and high shear 
stresses. The rotation is modelled using the Multiple 
Reference Frame (MRF) technique which is more suitable for 
steady-state cases and is less computationally demanding than 
the Sliding Mesh technique [23]. Enhanced wall treatment 
was used to resolve complex near wall phenomena which 
may occur; this implies an accurate sizing of the first layer of 
inflation in order to get the required y+ ~ 1.  

V.   MACHINE MECHANICAL DESIGN 

Following the electrical, magnetic and thermal 
management studies of the machine, a semi-flooded machine 
with an oil sleeve between stator and rotor chambers was 
designed. The oil used to cool the machine also cools and 
lubricates bearings at both ends of the machine. This 
arrangement significantly simplifies the machine design.  
Figure 5 shows the overview of machine and the oil flow 
loops of machine cooling and bearing lubricant.  



 
Fig  5: Overview of machine and cooling  flow loops  

Pressurized oil, at 4 bar, flows into the machine front 
flange via an oil inlet port. This separates into two streams 
within a manifold behind the front flange, 10% of the oil is 
used to lubricate the bearings at both ends of machine. The 
rest of the oil flows into an oil gallery- a donut shaped oil 
reservoir around the machine housing, shown in Figure 6.   

High pressure oil is directly conducted to the bearing 
chambers and generates oil sprays impinging on the bearings 
at both ends of machine. The oil sprays in the bearing 
chambers lubricate the bearings and also remove heat 
generated by bearings. The oil-air mixture in the bearing 
chambers is sucked out and returns to the oil tank through an 
oil manifold, see Figure 5. Labyrinth seals are used to seal 
the bearing chambers and a lower pressure than ambient is 
maintained inside the bearing chambers to stop oil leaking to 
the rotor chamber.  

The pressure and flow rate for machine cooling is 
controlled by an orifice within the inlet manifold before 
entry to the oil gallery. Evenly distributed circumferential 
holes are designed along the oil gallery, with oil from these 
holes impinging on the end windings and cooling the coil, 
see Figure 6.  Also shown in Figure 6, is a deflection surface. 
Oil flows through channels between the stator core and 
housing is deflected by this surface to form a plane jet onto 
the end winding to cools these. The sizes, locations of oil jet 
and angle of the deflector face are optimized by CFD. A 
safety valve is designed within the inlet oil manifold to 
control the pressure inlet of the machine as can be seen in 
Figure 6. When the supplied oil pressure is too high, above 4 
bar, the safety valve is opened and triggers an alarm.     

 
Fig  6: Machine Cross-section view and detailed internal cooling flow path  

The oil sleeve is one of the key components in this 
cooling design, see Figure 7. It separates the machine into 
two chambers: an oil flooded stator chamber and an oil free 
rotor chamber. This enables the machine to be well cooled 

with low windage losses at high speed. 
The design of oil sleeve is important and ideally should 

not be electrical conductive as it is placed in a rotating 
magnetic field. The sleeve should also be as thin as possible 
to reduce the air gap between the permanent magnets and 
stator laminate core. Both carbon fibre and glass fibre 
composite materials were considered, Figure 7. Finite 
Element Analysis (ANSYS), was used to check the linear 
buckling strength of the oil sleeve made by both carbon fibre 
(CF) and glass fibre (GF). A sleeve made of carbon fibre, 
0.5mm thickness will be strong enough to bear the pressure 
in the stator chamber, but for a sleeve made of glass fibre, 
1mm thickness should be used considering a safety factor of 
1.5.  

 

 
Fig  7: Oil sleeves made of carbon fibre and glass fibre.  

Although the carbon sleeve is thinner than the glass fibre 
sleeve, considering the electrical conductivity of the 
material, a glass fibre sleeve is used for the final design. 

VI.   RESULTS AND EXPERIMENTAL VALIDATION 

Throughout the design process the performance of the 
cooling system was evaluated by analysing and comparing 
the results obtained from the analytical and numerical 
thermal models developed.  

Information regarding the machine temperatures 
distribution was used to establish whether the cooling 
strategy adopted was capable of letting the machine run 
safely when running at full power. Key machine 
components, such as windings and magnets, have to operate 
within acceptable temperature limits (220 °C and 200°C 
respectively). 

Both the LPTN and CFD models developed provided 
detailed temperature distributions within the machine. 
Although the thermal network can only provide temperatures 
at a few locations compared to the numerical CFD model, 
key temperatures could still be identified. 

The temperatures predicted show that in key machine 
components, such as windings and magnets the maximum 
difference is 5°C for the three analysis methods. Figure 8 
shows the maximum temperature rise predicted in main 
machine components. As can be seen the most significant 
differences can be observed in end-windings and bearings 
where the discrepancy between the maximum temperatures 



predicted is between 6% and 15%. The major limitation of 
the lumped parameters network is the modelling of the fluid 
flow; although some numerical data were implemented to 
overcome this deficiency the difference shown in end-
winding temperatures highlights the issue. The significantly 
lower bearing temperatures predicted using the custom 
thermal network developed in Simulink can be attributed to 
the fact that the very detailed model can account for the heat 
dissipated into the oil. 

 

 
Fig  8: Predicted maximum Temperature Rises at Full Power (32,000 rpm) 

Figure 9 also shows the temperatures distribution within 
the machine; for better clarity only half of the machine is 
shown. 

 
Fig  9: Temperatures distribution inside the machine 

Validation of the machine thermal performance was 
investigated by carrying out a Short Circuit Test (SC Test) 
up to 12,000 rpm. 

In order to evaluate the performance of the final design 
some measurements were taken; some in the middle of the 
coils inside the stator slots in order to identify the winding 
highest temperature and two in the inlet and outlet oil lines 
respectively. The oil flow rate was also measured. 
Measurements allowed the calculation of the oil temperature 
rise (ΔT) and the heat removed by the oil. All data presented 
refer to the steady state condition. 

Machine losses, oil inlet temperature and oil flow rate 
were used as boundary conditions for the thermal models 
developed. A comparison between the maximum winding 
temperatures rise recorded experimentally and those obtained 
by modelling are shown in Figure 10.  

 
Fig  10: Maximum Windings Temperature rise predicted and measured 

VII.   CONCLUSIONS 

The work presented describes the cooling arrangement 
adopted for a high speed starter generator system for an 
aeroengine application. The key design feature is the glass 
fibre stator sleeve located in the airgap; this allows flooding 
the stationary components with liquid coolant but letting the 
rotating components run dry at all times, keeping windage 
manageable. The 1 mm stator sleeve is capable of 
withstanding up to 4 bar gauge according to the buckling 
analyses carried out. Several axial ducts created through the 
stator lamination let the coolant flow through the machine 
guaranteeing uniform cooling of all stationary components. 

Analytical and numerical steady-state thermal analyses 
were performed for the thermal design of the machine at full 
power. Results obtained show that the strategy adopted is 
capable of maintaining temperatures well below the limits. 
Experimental data collected during initial tests carried out up 
to 12,000 rpm showed a good agreement with the predictions, 
as the difference achieved on the maximum temperatures 
reached in windings was within 3%.  

VIII.   ACKNOWLEDGEMENT 

This research is being conducted in the frame of 
AEGART Project (No.296090) – a Part of CleanSky JTI FP7 
European Integrated Project - http://www.cleansky.eu 

IX.   REFERENCES 
[1] Naayagi, R.T. A review of more electric aircraft technology. in Energy 

Efficient Technologies for Sustainability (ICEETS), 2013 International 
Conference on. 2013. 

[2] Pyrhonen, J., T. Jokinen, V. Hrabovcová, Design of Rotating Electrical 
Machines2008, Chichester, West Sussex, United Kingdom: Wiley. 

[3] Stone G., C.I., Boulter E., Dhirani H., Electrical Insulation for Rotating 
Machines: Design, Evaluation, Aging, Testing, and Repair, 2nd 
Edition2014: Wiley-IEEE Press. 

[4] Polikarpova, M., Liquid Cooling Solutions for Rotating Permanent 
Magnet Synchronous Machines, 2014, Lappeenranta University of 
Technology: Finland. 

[5] Arumugam, P., Gerada, C., Bozhko, S., Zhang, H. et al.,, Permanent 
Magnet Starter-Generator for Aircraft Application, in SAE 2014 
Aerospace Systems and Technology Conference2014: USA. 

[6] Streifinger, H., Fuel/Oil System Thermal Management in Aircraft 
Turbine Engines, in Design Principles and Methods for Aircraft Gas 
Turbine Engines1998: Toulouse. 

[7] Gerada, D., et al. Electrical machines for high speed applications with a 
wide constant-power region requirement. in Electrical Machines and 
Systems (ICEMS), 2011 International Conference on. 2011. 



[8] Gerada, D., et al., Design Aspects of High-Speed High-Power-Density 
Laminated-Rotor Induction Machines. Industrial Electronics, IEEE 
Transactions on, 2011. 58(9): p. 4039-4047. 

[9] Yu, W., et al. Research of novel water cooling jacket for explosion-
proof motor. in Electrical Machines and Systems (ICEMS), 2013 
International Conference on. 2013. 

[10] Ponomarev, P., M. Polikarpova, and J. Pyrhonen. Thermal modeling of 
directly-oil-cooled permanent magnet synchronous machine. in 
Electrical Machines (ICEM), 2012 XXth International Conference on. 
2012. 

[11] Li, Z., et al. Study on spraying evaporative cooling technology for the 
large electrical machine. in Electrical Machines and Systems, 2009. 
ICEMS 2009. International Conference on. 2009. 

[12] Tüysüz, A.S., M. Zwyssig, C. Kolar, J. Advanced Cooling Concepts for 
Ultra-High-Speed Machines. in Proceedings of the 9th International 
Conference on Power Electronics (ECCE Asia 2015). 2015. Seoul, 
South Korea: IEEE. 

[13] Xu, Z., La Rocca, A., Pickering, S. J., Eastwick, C. N., Gerada, C., 
Bozhko, S., Mechanical and Thermal Design of an Aeroengine 
Starter/Generator in IEEE International Electric Machines and Drives 
Conference2015: USA. 

X.   BIOGRAPHIES 

Antonino La Rocca obtained his PhD in Mechanical Engineering from the 
University of Nottingham, UK, in 2016; received his BEng and MEng in 
Mechanical Engineering from the University of Palermo in 2010 and 2011 
respectively. He is currently working as researcher in the Fluids and Thermal 
Engineering research group. His research is mainly focused on fluid-
dynamics, heat transfer and analytical and numerical thermal modelling of 
electrical machines.  

Zeyuan Xu obtained his PhD in in Mechanical Engineering from the 
University of Manchester, UK, in 2002. He subsequently worked as a 
researcher at UMIST, Brunel University and University of Nottingham. His 
main research interests are in turbulent thermofluid flow, heat transfer 
enhancement, thermal management of advance electrical motor and power 
electronics, and mechanical design of high speed electrical machine. 

Puvaneswaran Arumugam received the B.Eng. (Hons.) and Ph.D. degrees 
from the University of Nottingham, Nottingham, U.K., in 2009 and 2013, 
respectively. He is currently working as a researcher in the area of more 
electric aircraft propulsion and high performance electrical machines within 
the Power Electronics, Machines, and Control Group at the University of 
Nottingham, Nottingham, U.K. His main research interests are electrical 
machines and drives for more electric transportations, electro mechanical 
devices and systems, and analytical computation of electromagnetic fields. 
 
Stephen J. Pickering received the B.Sc. and Ph.D. degrees in mechanical 
engineering from the University of Nottingham, Nottingham, U.K., in 1979 
and 1984, respectively. He joined the University of Nottingham as a lecturer 
in 1988, where he is currently Hives Professor of Mechanical Engineering in 
the Faculty of Engineering. He has extensive research experience in thermo-
fluids and has undertaken research into the cooling of electric machines for 
over twenty years. 
 
Carol N. Eastwick received her BEng and PhD in Mechanical Engineering 
in 1990 and 1995 respectively.  She is currently an Associate Professor in 
the Faculty of Engineering at the University of Nottingham, having worked 
on modelling and experimental investigations of thermofluids associated 
with rotating machinery for nearly twenty years. 
 
Chris Gerada obtained his PhD in Numerical Modelling of Electrical 
Machines from the University of Nottingham, England in 2005. He 
subsequently worked as a Researcher at The University of Nottingham, 
working on high performance electrical drives and on the design and 
modelling of electromagnetic actuators for aerospace applications, where he 
was appointed as a Lecturer in electrical machines in 2008, an Associate 
Professor in 2011, and a Professor in 2013. He has been the Project Manager 
of the GE Aviation Strategic Partnership since 2006. His core research 
interests include the design and modelling of high-performance electric 
drives and machines.  Prof. Gerada was awarded a Royal Academy of 
Engineering Senior Research Fellowship supported by Cummins in 2011. 
He is an Associate Editor of the IEEE TRANSACTIONS ON INDUSTRY 
APPLICATIONS and an executive member of the management board of the 

U.K. Magnetic Society and the IET Aerospace Technical and Professional 
Network. 
 
Serhiy Bozhko has received his MSc (1987) and PhD (1994) in 
electromechanical systems from the National Technical University of 
Ukraine. From 2000 he is with the Power Electronics, Machines and 
Controls Research Group in the University of Nottingham, United Kingdom 
in which he currently is in position of Associate Professor in Aircraft 
Electrical Systems. He is leading several EU- and industry funded projects in 
the area of aircraft electric power systems, including their control, power 
management, as well as advanced modelling and simulations methods. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.7
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AbadiMT-CondensedLight
    /ACaslon-Italic
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /AGaramond-Bold
    /AGaramond-BoldItalic
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AGOldFace-Outline
    /AharoniBold
    /Algerian
    /Americana
    /Americana-ExtraBold
    /AndaleMono
    /AndaleMonoIPA
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Anna
    /ArialAlternative
    /ArialAlternativeSymbol
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialMT-Black
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /BakerSignet
    /BankGothicBT-Medium
    /Barmeno-Bold
    /Barmeno-ExtraBold
    /Barmeno-Medium
    /Barmeno-Regular
    /Baskerville
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /Baskerville-BoldItalic
    /Baskerville-Italic
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Bellevue
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlingAntiqua-Bold
    /BerlingAntiqua-BoldItalic
    /BerlingAntiqua-Italic
    /BerlingAntiqua-Roman
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BiffoMT
    /BinnerD
    /BinnerGothic
    /BlackadderITC-Regular
    /Blackoak
    /blex
    /blsy
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolOne-Regular
    /BookshelfSymbolSeven
    /BookshelfSymbolThree-Regular
    /BookshelfSymbolTwo-Regular
    /Botanical
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BradleyHandITC
    /Braggadocio
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScript
    /BrushScriptMT
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /Carta
    /CaslonOpenfaceBT-Regular
    /Castellar
    /CastellarMT
    /Centaur
    /Centaur-Italic
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchL-Bold
    /CenturySchL-BoldItal
    /CenturySchL-Ital
    /CenturySchL-Roma
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CGTimes-Bold
    /CGTimes-BoldItalic
    /CGTimes-Italic
    /CGTimes-Regular
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Chiller-Regular
    /Cmb10
    /CMB10
    /Cmbsy10
    /CMBSY10
    /CMBSY5
    /CMBSY6
    /CMBSY7
    /CMBSY8
    /CMBSY9
    /Cmbx10
    /CMBX10
    /Cmbx12
    /CMBX12
    /Cmbx5
    /CMBX5
    /Cmbx6
    /CMBX6
    /Cmbx7
    /CMBX7
    /Cmbx8
    /CMBX8
    /Cmbx9
    /CMBX9
    /Cmbxsl10
    /CMBXSL10
    /Cmbxti10
    /CMBXTI10
    /Cmcsc10
    /CMCSC10
    /Cmcsc8
    /CMCSC8
    /Cmcsc9
    /CMCSC9
    /Cmdunh10
    /CMDUNH10
    /Cmex10
    /CMEX10
    /CMEX7
    /CMEX8
    /CMEX9
    /Cmff10
    /CMFF10
    /Cmfi10
    /CMFI10
    /Cmfib8
    /CMFIB8
    /Cminch
    /CMINCH
    /Cmitt10
    /CMITT10
    /Cmmi10
    /CMMI10
    /Cmmi12
    /CMMI12
    /Cmmi5
    /CMMI5
    /Cmmi6
    /CMMI6
    /Cmmi7
    /CMMI7
    /Cmmi8
    /CMMI8
    /Cmmi9
    /CMMI9
    /Cmmib10
    /CMMIB10
    /CMMIB5
    /CMMIB6
    /CMMIB7
    /CMMIB8
    /CMMIB9
    /Cmr10
    /CMR10
    /Cmr12
    /CMR12
    /Cmr17
    /CMR17
    /Cmr5
    /CMR5
    /Cmr6
    /CMR6
    /Cmr7
    /CMR7
    /Cmr8
    /CMR8
    /Cmr9
    /CMR9
    /Cmsl10
    /CMSL10
    /Cmsl12
    /CMSL12
    /Cmsl8
    /CMSL8
    /Cmsl9
    /CMSL9
    /Cmsltt10
    /CMSLTT10
    /Cmss10
    /CMSS10
    /Cmss12
    /CMSS12
    /Cmss17
    /CMSS17
    /Cmss8
    /CMSS8
    /Cmss9
    /CMSS9
    /Cmssbx10
    /CMSSBX10
    /Cmssdc10
    /CMSSDC10
    /Cmssi10
    /CMSSI10
    /Cmssi12
    /CMSSI12
    /Cmssi17
    /CMSSI17
    /Cmssi8
    /CMSSI8
    /Cmssi9
    /CMSSI9
    /Cmssq8
    /CMSSQ8
    /Cmssqi8
    /CMSSQI8
    /Cmsy10
    /CMSY10
    /Cmsy5
    /CMSY5
    /Cmsy6
    /CMSY6
    /Cmsy7
    /CMSY7
    /Cmsy8
    /CMSY8
    /Cmsy9
    /CMSY9
    /Cmtcsc10
    /CMTCSC10
    /Cmtex10
    /CMTEX10
    /Cmtex8
    /CMTEX8
    /Cmtex9
    /CMTEX9
    /Cmti10
    /CMTI10
    /Cmti12
    /CMTI12
    /Cmti7
    /CMTI7
    /Cmti8
    /CMTI8
    /Cmti9
    /CMTI9
    /Cmtt10
    /CMTT10
    /Cmtt12
    /CMTT12
    /Cmtt8
    /CMTT8
    /Cmtt9
    /CMTT9
    /Cmu10
    /CMU10
    /Cmvtt10
    /CMVTT10
    /ColonnaMT
    /Colossalis-Bold
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Copperplate-ThirtyThreeBC
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /CourierX-Bold
    /CourierX-BoldOblique
    /CourierX-Oblique
    /CourierX-Regular
    /CreepyRegular
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /Dcb10
    /Dcbx10
    /Dcbxsl10
    /Dcbxti10
    /Dccsc10
    /Dcitt10
    /Dcr10
    /Desdemona
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dingbats
    /DomCasual
    /Dotum
    /DotumChe
    /DoulosSIL
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversGothicBT-Regular
    /EngraversMT
    /EraserDust
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /ErieBlackPSMT
    /ErieLightPSMT
    /EriePSMT
    /EstrangeloEdessa
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EUEX10
    /EUEX7
    /EUEX8
    /EUEX9
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuroMono-Bold
    /EuroMono-BoldItalic
    /EuroMono-Italic
    /EuroMono-Regular
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /FelixTitlingMT
    /Fences
    /FencesPlain
    /FigaroMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /Formata-Italic
    /Formata-Medium
    /Formata-MediumItalic
    /Formata-Regular
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothicITCbyBT-Book
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-Medium
    /FuturaBT-MediumItalic
    /Futura-Light
    /Futura-LightOblique
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Garamond
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-Italic
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Gautami
    /GeometricSlab703BT-Light
    /GeometricSlab703BT-LightItalic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GeorgiaRef
    /Giddyup
    /Giddyup-Thangs
    /Gigi-Regular
    /GillSans
    /GillSans-Bold
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-CondensedBold
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /Gothic-Thirteen
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /GoudyTextMT-LombardicCapitals
    /GSIDefaultSymbols
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Fraction
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /Helvetica-Oblique
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-BoldCondensed
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-RomanCondensed
    /Imago-ExtraBold
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /Ironwood
    /ItcEras-Medium
    /ItcKabel-Bold
    /ItcKabel-Book
    /ItcKabel-Demi
    /ItcKabel-Medium
    /ItcKabel-Ultra
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /JoannaMT
    /JoannaMT-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kaufmann
    /KaufmannBT-Bold
    /KaufmannBT-Regular
    /KidTYPEPaint
    /KinoMT
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KorinnaITCbyBT-Regular
    /KristenITC-Regular
    /KrutiDev040Bold
    /KrutiDev040BoldItalic
    /KrutiDev040Condensed
    /KrutiDev040Italic
    /KrutiDev040Thin
    /KrutiDev040Wide
    /KrutiDev060
    /KrutiDev060Bold
    /KrutiDev060BoldItalic
    /KrutiDev060Condensed
    /KrutiDev060Italic
    /KrutiDev060Thin
    /KrutiDev060Wide
    /KrutiDev070
    /KrutiDev070Condensed
    /KrutiDev070Italic
    /KrutiDev070Thin
    /KrutiDev070Wide
    /KrutiDev080
    /KrutiDev080Condensed
    /KrutiDev080Italic
    /KrutiDev080Wide
    /KrutiDev090
    /KrutiDev090Bold
    /KrutiDev090BoldItalic
    /KrutiDev090Condensed
    /KrutiDev090Italic
    /KrutiDev090Thin
    /KrutiDev090Wide
    /KrutiDev100
    /KrutiDev100Bold
    /KrutiDev100BoldItalic
    /KrutiDev100Condensed
    /KrutiDev100Italic
    /KrutiDev100Thin
    /KrutiDev100Wide
    /KrutiDev120
    /KrutiDev120Condensed
    /KrutiDev120Thin
    /KrutiDev120Wide
    /KrutiDev130
    /KrutiDev130Condensed
    /KrutiDev130Thin
    /KrutiDev130Wide
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldOblique
    /LetterGothic-BoldSlanted
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LetterGothic-Slanted
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /Lithos-Black
    /Lithos-Regular
    /LotusWPBox-Roman
    /LotusWPIcon-Roman
    /LotusWPIntA-Roman
    /LotusWPIntB-Roman
    /LotusWPType-Roman
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Lydian
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MathA
    /MathB
    /MathC
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Mesquite
    /Mezz-Black
    /Mezz-Regular
    /MICR
    /MicrosoftSansSerif
    /MingLiU
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-Ornaments
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MSAM10
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MS-Gothic
    /MSHei
    /MSLineDrawPSMT
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSerif
    /MSReferenceSerif-Bold
    /MSReferenceSerif-BoldItalic
    /MSReferenceSerif-Italic
    /MSReferenceSpecialty
    /MSSong
    /MS-UIGothic
    /MT-Extra
    /MTExtraTiger
    /MT-Symbol
    /MT-Symbol-Italic
    /MVBoli
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-Italic
    /Myriad-Roman
    /Narkisim
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewMilleniumSchlbk-BoldItalicSH
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Italic
    /NewsGothicBT-Roman
    /NewsGothic-Condensed
    /NewsGothic-Italic
    /NewsGothicMT
    /NewsGothicMT-Bold
    /NewsGothicMT-Italic
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NimbusMonL-Bold
    /NimbusMonL-BoldObli
    /NimbusMonL-Regu
    /NimbusMonL-ReguObli
    /NimbusRomNo9L-Medi
    /NimbusRomNo9L-MediItal
    /NimbusRomNo9L-Regu
    /NimbusRomNo9L-ReguItal
    /NimbusSanL-Bold
    /NimbusSanL-BoldCond
    /NimbusSanL-BoldCondItal
    /NimbusSanL-BoldItal
    /NimbusSanL-Regu
    /NimbusSanL-ReguCond
    /NimbusSanL-ReguCondItal
    /NimbusSanL-ReguItal
    /Nimrod
    /Nimrod-Bold
    /Nimrod-BoldItalic
    /Nimrod-Italic
    /NSimSun
    /Nueva-BoldExtended
    /Nueva-BoldExtendedItalic
    /Nueva-Italic
    /Nueva-Roman
    /NuptialScript
    /OCRA
    /OCRA-Alternate
    /OCRAExtended
    /OCRB
    /OCRB-Alternate
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OldEnglishTextMT
    /Onyx
    /OnyxBT-Regular
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Palatino-Roman
    /PapyrusPlain
    /Papyrus-Regular
    /Parchment-Regular
    /Parisian
    /ParkAvenue
    /Penumbra-SemiboldFlare
    /Penumbra-SemiboldSans
    /Penumbra-SemiboldSerif
    /PepitaMT
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PhotinaCasualBlack
    /Playbill
    /PMingLiU
    /Poetica-SuppOrnaments
    /PoorRichard-Regular
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /PrestigeElite
    /Pristina-Regular
    /PTBarnumBT-Regular
    /Raavi
    /RageItalic
    /Ravie
    /RefSpecialty
    /Ribbon131BT-Bold
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /Rod
    /RodTransparent
    /RunicMT-Condensed
    /Sanvito-Light
    /Sanvito-Roman
    /ScriptC
    /ScriptMTBold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /Serpentine-BoldOblique
    /ShelleyVolanteBT-Regular
    /ShowcardGothic-Reg
    /Shruti
    /SILDoulosIPA
    /SimHei
    /SimSun
    /SimSun-PUA
    /SnapITC-Regular
    /StandardSymL
    /Stencil
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /Stop
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symbol
    /SymbolMT
    /SymbolTiger
    /SymbolTigerExpert
    /Tahoma
    /Tahoma-Bold
    /Tci1
    /Tci1Bold
    /Tci1BoldItalic
    /Tci1Italic
    /Tci2
    /Tci2Bold
    /Tci2BoldItalic
    /Tci2Italic
    /Tci3
    /Tci3Bold
    /Tci3BoldItalic
    /Tci3Italic
    /Tci4
    /Tci4Bold
    /Tci4BoldItalic
    /Tci4Italic
    /TechnicalItalic
    /TechnicalPlain
    /Tekton
    /Tekton-Bold
    /TektonMM
    /Tempo-HeavyCondensed
    /Tempo-HeavyCondensedItalic
    /TempusSansITC
    /Tiger
    /TigerExpert
    /Times-Bold
    /Times-BoldItalic
    /Times-BoldItalicOsF
    /Times-BoldSC
    /Times-ExtraBold
    /Times-Italic
    /Times-ItalicOsF
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Times-RomanSC
    /Trajan-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-CondensedMedium
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Univers-Bold
    /Univers-BoldItalic
    /UniversCondensed-Bold
    /UniversCondensed-BoldItalic
    /UniversCondensed-Medium
    /UniversCondensed-MediumItalic
    /Univers-Medium
    /Univers-MediumItalic
    /URWBookmanL-DemiBold
    /URWBookmanL-DemiBoldItal
    /URWBookmanL-Ligh
    /URWBookmanL-LighItal
    /URWChanceryL-MediItal
    /URWGothicL-Book
    /URWGothicL-BookObli
    /URWGothicL-Demi
    /URWGothicL-DemiObli
    /URWPalladioL-Bold
    /URWPalladioL-BoldItal
    /URWPalladioL-Ital
    /URWPalladioL-Roma
    /USPSBarCode
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VerdanaRef
    /VinerHandITC
    /Viva-BoldExtraExtended
    /Vivaldii
    /Viva-LightCondensed
    /Viva-Regular
    /VladimirScript
    /Vrinda
    /Webdings
    /Westminster
    /Willow
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /XYATIP10
    /XYBSQL10
    /XYBTIP10
    /XYCIRC10
    /XYCMAT10
    /XYCMBT10
    /XYDASH10
    /XYEUAT10
    /XYEUBT10
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00167
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata pogodnih za pouzdani prikaz i ispis poslovnih dokumenata koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


